Graffiti Removal System
- Duranar® GR / Coraflon® GR
- Duraprep Prep 400
- Graffiti costs the U.S. $15 B a year
- Los Angeles alone is $100 MM a year
- Duranar GR & Coraflon GR Factory Applied Graffiti Resistant Clear Coats
  - Coil
    - Duranar GR - 5LC1413GR – 10-15 gloss
    - Duranar GR - 5MC1414GR – 25-35 gloss
    - Coraflon GR - 5HC1416GR - 80-100 gloss
  - Extrusion
    - Duranar GR – UC118650 – 25-35 gloss
- Duraprep – Field Applied Graffiti Remover
- Only graffiti resistant coating system on the market tested and sold by the same company
Duranar GR & Coraflon GR

- Clear coat provides a graffiti resistant protective barrier from the pigmented color coat
- Pigmented layers tend to grip and shadow graffiti
- Duranar available in low, medium gloss
- Coraflon available in high gloss

![Diagram showing layers: Primer, Pigmented color coat, Graffiti Resistant clear coat]
Graffiti Remover Prep 400

• Graffiti Remover
  – Formulated & tested system –
    • PPG Duranar GR / Coraflon GR – Factory applied clear coat
    • PPG DuraPrep 400 – Field applied graffiti remover
  – Removes graffiti, paint, pen, marker, lipstick, scuff marks, tape and many other substances
How to order Duraprep 400

- Architectural Finishes Stores
  - www.ppgpaints.com/store-locator
  - Type in zip code for nearest store.
How To Use PREP 400

Duranar GR

• Spray any vegetation with water before and after use if they may come in contact with Prep 400
• Conduct a test patch!
• Apply with a spray bottle or pump-up sprayer
• Allow to dwell for 10-60 seconds
• Wipe with a clean cloth or scrub with a nylon brush
• Dwell time depends on many factors but most paint and overspray should lift within 10 minutes.
• Spray paint may leave ghosting on some surfaces due to damage from the solvents in the paint.